& Hrups Genovwa B’ price group

ALCANTARA

AL1100 AL1112

TECHNICAL INFORMATION

Composition Topcoat: 68% Polyester, 32% Polyurethane
AL1150 ALEB419 AL5141 Backing: 100% Polyester

Weight 350 g/m®

Abrasion Resistance 130.000 Martindale cycles (EN 150 12947)

Light Fastiness 5 (EN IS0 105 - BO2)

Fastness to Rubbing wel: 3 (EN 1SO 105 - X12)

dry: 4 (EN 1SO 105 - X12)

AL3322 AL3460 AL4078 ALSE10

ALE422 AL7586 ALEEO1 ALGG01 AL3096




CUZes CuZ31
CuUZ14 CuZai CUZ21

Composition

Weight

Abrasion Resistance

Flammability

Light Fastness
Fastness to Rubbing

CuUZa3 CUZ13 CUZ53 CUZ1K
CUZ1E CuZ1d CUZGT CUZ02 CuUZ25
Cuz12 CuZ1Q CUZ1R CUZ1T CUZ1s

CUZ 1w CUZ1y

CLUZ27 CUZ08

BLAZER

TECHNICAL INFORMATIOM

100% Virgin Wool
460 g/m?
645 g/mb

=50.000 Martindale cycles
EN 1021-1:2006 (cigarette)
EM 1021-2:2006 (match)
RS0 105 - BO2)
wet: 4 (IS0 105 - X12)
dry; 4 (150 105 - X12)
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BRO&

BRO2

EBR18

ER15

BRZ20

EiIm

BR10

BR14

BROY

BR1G

BORANA

TECHNICAL INFORMATION

Composition 50% Wool
40% Acryl
10% Polyestar
Weight 520 g/m*
Abrasion Resistanca 50.000 Martindale cycles
Fastness to Rubbing wel: 4-5
dry: 4-5
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CH43

CHO3

CH32

CHO2

CHO1

CH11

CH21

CH18

CH41

CH25

CH28

CH3s5

CHARLES

TECHMICAL INFORMATION
Composition

Waight

Abrasion Resistance
Flammability

Light Fastness

Fastness to Rubbing

100% Polyester

290 g/m?

80.000 Martindale cycles (EN 150 12847-2)
EN 1021-1

5 (EN 130 105 - B02)

wet: 4-5 (EN IS0 105 - X12)

dry: 4-5 (EN 150 105 - X12)
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wzidvr na thaninach CLEQ

ES10

ES34

CLEO / ESPERANTO

TECHNICAL INFORMATION
Composition

Weight
Abrasion Resistance

Light Fasiness

CLEO

56% Polyester

31% Colton

13% Polyamide

271 g'm?

50.000 Martindale cycles
{EM 150 12947)

4-5

ESPERANTO
100% Cotton

293 g/m?

29.000 Martindale cycles
(EN 150 12947

4-5 (EM 150 105 - B02)



comsilk vanilla

weiss pergament seidengrau

kiezel elefant carbon grass safari

mandel truaffel sudan rot scarlett

kirsche kobalt koenigsblau lila schware

LEATHER

TECHNICAL INFORMATION
Thickness
Flammability

Light Fasiness

Fastnass 1o Rubbing

1,071.2 mm

OIN EN IS0 1021 parts | + 1

Flame retardant in accordance with DIN 75200,
MF D 60=013:2005,

IMO-Resalution MSC,307(88)

=5 [DIM 150 3377-1)

wet, >3-4

dry: =34
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‘ ' MAIN LINE FLAX

MLFOG MLF39

MLFOB MLFOQ MLF30

TECHMICAL INFORMATION

MLF29 MLF12 MLF15 MLF26 .MLF'I 6 p s ;E?D ;i:rglr s
b Flax
Waight 435 g/m?
610 g/mb
Abrasion Resistance = 50.000 Martindale cycles
Flammakility EN 1021 - 1 {cigarette)

EM 1021 - 2 {malch)
B5 7176 Low Hazard
BS 7176 Medium Hazard
BS 5852 lgnition Source 5§
B35 5887 - 2; Type B Curlains & Drapes
LUNI 8175 Classe 1 IM
CONORM B 3825 & A 380041
Light Fastness 5 (150 105 - BO2)
Fastness to Rubbing wet: 3 (IS0 105 - X12)
dry: 4 (150 105 - X12)

MLF27 MLF33 MLFOS MLF19

MLF36
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METEOR

MT100 MT701

TECHMICAL INFORMATION

Composition 100% Polyester
Weight 250 g/m?®

MT201 Abrasion Resistance =45 000 Martindale cycles
Light Fastness 4 (EN IS0 105 - BO2)
Fastness to Rubbing wat: 34 (EM 150 105 - X12)

dry: 3-4 (EN IS0 105 - X12)

MT301 MTS01 MTSQ0 MTE05

MT&00 MT800
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PAT11

FAT3S

PATZ3

PATZ20

PATZ21

PATOS

PAT26

PAT32

PATZT

PAT42

PATINA

TECHNICAL INFORMATION
Composition

Vvelght

Abrasion Resistance
Flammability

Light Fastness
Fastness to Rubbing

G9% Wool
22% Flax
8% Polyamide
1% Viscose
430 g/m®
450 g/mb

=100.000 Martindale cyclaes
EM 121 - 1 [cigaretie)
EN 1021 - 2 (match)
BS 7176 Low Hazard
BS 7176 Medium Hazard
BS 5852 Igniticn Source 5
BS BBET - 2: Type B Curtains & Drapes
UMI 8175 Classe 1 IM
5(150 105 - B02)
wet: 3 (150 105 - X12)
dry: 4 (IS0 105 - X12)
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PTG03

prica groug

PTEO2

PT801

PT300

PT703

PETRUS

TECHNICAL INFORMATION
Compaosition

Weight

Abrasion Resistance

Light Fastness

Fastness 1o Rubbing

100% Polyester

383 g/m?

80.000 Martindale cycles (EN 150 120947-2)
3-4 (EN ISO 105 - BO2)

wet: 4-5 (EN IS0 105 - X12)

dry: 5 (EN ISO 105 - X12)
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EGLZ3

EGL37

RIVET

TECHMICAL INFOREMATION
Campaosition
Weight

Abrasion Resistance

Flammability

Light Fastness
Fastness to Rubbing

100% Repreve Recycled Polyester
280 g/m*®
390 g/mb
=80.000 Martindale cyclas
EN 1021-1 (cigarette)
EM 1021-2 (match)
BS 7176 Low Hazard
6 (150 105 - BOZ)
wel 4 (1ISO 105 - X12)
dry: 4 {ISO 105 - X12)
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VL5057 (C5) VL5001 (C5)

VL5056 (C5) VLE0BS (C5) VL5041 (C5)
TECHNICAL INFORMATION
Composition Topeoat: 100% Vinyl
Backing: 100% Polyester Hi-Loft 2TM
Weight 650 gim? (ISO 2286-1)
Abrasion Resistance = 300,000 Martindale cycles (EN IS0 12947:1999 Part 2)
Flammability EN 1021:1997 Part 1
VL3001 (C35) VL3069 (C5) VL7001 (C5) VL3067 (C5) VL3068 (C5) EN 1021:1994 Part 2

colours selected (C5) BS 5852 Part 2 CRIB &
Light Fastness >7 (EN IS0 105-B02)

Certain clothing and accessory dyes (such as those used on denim jeans) may migrate to lighter colours.
The phenomenon is increased by humidity and temperature and is irreversible. We will not assume res-
ponsibility for dye transfer caused by external contaminants and possible permanent staining caused by
this phenomenon.

VL4045 (C5) VL4052 (C VL4043 (C5) VL4003 (C5) VL9035 (C5)
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. XTREME / X2

Y5027 AKO14
AKD15 Y3136 AKD13

TECHMICAL INFORMATION
Composition
Weilght

Abrasion Resistance
Flammability

Light Fastness
Fasiness to Rubbing

XTREME
100% Recycled FR Palyaster
310 g/m?
435 g/mb

= 100,000 Martindale cycles
EN 1021 - 1:2006 (cigaratta)
EN 1021 - 2:2006 (match)
DIN 4102 B1
BS 7176 Low Hazard
BS 7176 Medium Hazard
BS 5852 Ignition Source 5

UMI 8456 & UNI 9174 Classe 1

6 {150 105 - BD2)
wet: 4 (IS0 105 - X12)
dry: 4 (IS0 105 - X12)

x2

100% Recycled Polyestar
310 g/m?

435 gimb

=100.000 Martindale cycles
EM 1021 - 1 (cigaratia)
EM 1021 - 2 (match)

DIN 4102 B1

BS 7176 Low Hazard

BS 7176 Medium Hazard
BS 5852 Igniticn Source 5
MF D 60-013

LUNI 8175 Classe 1 1M
OMORM A 3800-1

6 (150 105 - B02)

wet: 4 (150 105 - X12)
dry: 4 (150 105 - X12)

Y5094 AKD1E Y3171 Y3009



